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Mpo&tolpacia UTIOGPWHATOG Ma tnv €€aopaALon TNG KAANC TTPOCQUANG N ETILPAVELT EQAPHOYNC Ba TIPETEL
va elval kaBapr, cupmayng Kat eAeUBepn amtd okove, AddLa, acBeotn), TILOOEG
KaL oaBpd atolyela.

Epappdloupe xahadlakd aotdpt o OAN TNV EMYAVELA OTIOU Ba EQAPPOCOUE
TO UAIKO.

pe xaAadLakd aoctdapt

E@apuoyn TAéypatog Epappodoupe vahoTiAeypa 75 yp., epdoov Kplvoupe oTL lval anapaitnto, o€
ETILPAVELEC PN otaBepég Trx. yulpooavida r coBatiopévo Tolyo mou Sev
E(PAPUOCTNKE TAEYUa oToV 00RdA.

Npoetoluacia petypatog YTov 22Kg KouBd adelaloupe OAN TNV XPWOTLKN KAl AVAKATEUOULE e QVadeuTripa
(pi&ep) o€ xaunAEg oTPoPEC yla 2 Aetttd. Emtetta yep{CoupE TO PTTOUKAAAKL TNC
XPWOTIKNG e 200ml vePO aKOpN, WOTE Va EMWQPEANBOUE ATt OAO TO TIEPLE-
YOUEVO TNG XPWATLKAG TTIOU €LELVE OTO SOYELD, KAl TO TIPOOBETOUE OTNV TTAoTA
QVOKATEUOVTAG KOAA YLa aKOUN 2 AETTTA.

EA€yyoupE OTL €L YIVEL TIARPNG OUOYEVOTIOINON TOU UALKOU HE TNV XPWOTLKN
0€ OAO TOV KOURBA K OTL TO UALKO HAG €XEL PLA TIAXUPEDTN 0UOTACN TPV EEKLVT-

OOULIE EQAPLIOYN.
TpoTog epappoyrg ZEKWAPE TNV EQAPHOYN TNE TIPWTNG OTPWONG TOU UAKOU pE KABAPEG OTIATOUAEG
€we 30 cm €w¢ OTou va KaAuBel To Ttapamavw UTOOTPWLAL.

24 wpec apyotepa kat apou BeBatwboUpe OTL N TIPWTN OTPWON EXEL OTEYVWOEL,
eNéyxoupe dv amatteltal TplPpo kat epapudloupe TNV SeUTepn 0TPWON TOU
UALKOU.

APrVOULE QKON 24 WPEC VA TIAPEADOUV WOTE VA EXEL OTEYWWOEL KAAA N KAl N SEUTEPN
oTpwan Kat TptBoupe dv amatteitat.

TEAOG, APOU OAOKANPWOOUUE TNV £QAPHOYN TNG Ipavitokoviag, Astalvoupe pe
yuaAOXapTo KOKKwang 80-100 kat kabaplloupe TNV EMPAVELA WOTE Va
EQPAPHOCOULE TO BEPVIKL.

BepvikL AVAKATEVOUE TO TIEPLEXOUEVO A LIE TO TIEPLEXOEVO B e avadeutrpa (Uikep) ae
X MATTE WATER XQAUNAEC OTPOWEC PEXPL VA OLIOYEVOTIOLNBEL KAAA.
Epappoloupe To Bepvikl € pla 0TPWAN yLla ECWTEPLIKOUG TOLX0UC, 08 TOUAG-
XLOTOV SU0 OTPWOELE, VLA EEWTEPLKOUC XWPOUC KAL XWPOUC HE augnuévn uypacia
(TLX. UTTAvLo), kal He Slawopd 24 wpwv Kal Tavw n pla otpwon amod tnv dAAn.
TéAOC, IapaSISOUE TOV XWPO TIPOC XPHON, AYOoU £X0LV TIEPACEL 4 LEPEC aTIO
TNV TEALKN 0TPWAN.
MPOZOXH! To BepvikL alpvel TIG TEALKEG TOU aVTOxEG OE 14 €wg 30 NUEPEG.

Katavaiwaon ~3Kg/ m2

KaBapiopég Epyaheta, Soxela kA, kaBaptlovral pe vepd doo n IMpavitokovia TERRAZZO
elvat akopn vw. Metd tnv okAfpuvon o kabaplopog yivetal govo e
LNXQVLKA pEaa.

Zuotdoelg H epappoyr) tng MNpavitokoviag TERRAZZO Tipemel va ylVeTal O NTILEG KALPLKEG
ouvBnkec. Na unv epappoletal og Tiepimtwon emnkelpevng Bpoxng, upnAd
enineda agpa ) KATw amd Apean NALaKr aktvoBoAla.

Na pnv epappoletal oe Beppokpaacteg katw amod 12°C kat avw amo 32 °C kabwg
Kal O€ OXETIKN Lypaota dvw Tou 70%.

Kab' 0An tnv SLdpkeLa Tou SLeEayovtal Epyacteg 0TovV XWPO, TTPOOTATEVOUE TLG ETILPAVELEG TIOU EXEL EQAPUOOTEL Mpavitokovia
TERRAZZO pe vAUAOV KaL XAPTOVL. H OVTOUAE TTAEUPA KOLTAEL TTAVTA TIPOG TA TTAVW.

To UALKO TtalpVeL TLG TEALKEG TOU QVTOXEG EVTOG 30 NUEPWV.

MPOZOXH ota onpelakd Bapn. Npootatevoupe To damedo Padoviag TooXAKLa KATw amod KABE EMUTAO ) avtikelpevo pe Bapog ya
TNV KAAr] CUVTIPNCN TOU UALKOU KAl TNV aro@uyr) onpasLwv.

KaBaplfoupe Tig emupaveleg Pe omtoloSnToTe KaBapLotiko. Edv xpnotpomotrjooupe xAwpivn cuviotatal va kaBapicoupe Eava tnv
emupavela pe kabapd vepd wote va paléoupe otmolodrmote meplooeupa YAwplou. ALa@opeTLKA XPrOLUOTIOLOUHE KABaPLOTLKA PE
ou8étepo pH.

OAeg oL mapamdvw PETPraELs Exouv ylvel e BAoN TG TPOTELVOEVES KAQTAQVAAWUTELG QTG TOV KATAOKEUATTY).
To amotéAeoua TG EPapLOyYr¢ Kat oL KATaVaAWOELS UALKWY UTTopEl va Stapépouv avaloya pie Tov TpOTTo epappoyris amo enayyeAuatia o enayyeAparia.




/n TERRAZZO

APPLICATION PROCESS
MICROTERRAZZO 600Q WALL SYSTEM (walls - Vertical surfaces)

Substrate preparation

with quartz primer

To ensure good adhesion, the application surface must be clean and free from
dust, oils, lime, pitch, and decayed elements. Apply a quartz primer to the
entire surface where the material will be applied.

Mesh Application

We apply a 75g fiberglass mesh if deemed necessary on unstable surfaces,
such as gypsum board or plastered walls where mesh was not originally
applied to the plaster.

Mix Preparation

Empty the entire pigment into a 22kg bucket and mix with a low-speed stirrer
(mixer) for 2 minutes. Then fill the pigment bottle with an additional 200ml of
water to make use of all remaining pigment in the container, and add it to the
paste, stirring well for another 2 minutes.

Ensure thorough homogenization of the material with the pigment throughout
the bucket and that the material has a thick consistency before starting application.

Application Method

2 COATS

Begin applying the first coat of the material using clean spatulas up to 30 cm.
Cover the mesh once applied.

After 24 hours and ensuring the first coat has dried, check if sanding is required
and apply the second coat of the material.

Leave another 24 hours to ensure the second coat has dried well and sand if
necessary. Repeat the process for the third coat.

Finally, after completing the application of Granitech and allowing 48 hours to pass,
sand with 80-100 grit sandpaper and clean the surface to apply the varnish.

Varnish
X MATTE WATER

Mix the contents of A with the contents of B using a low-speed mixer until they
are well homogenized.

Apply the varnish in one coat for indoor walls, in at least two coats for outdoor
areas and areas with increased humidity (e.g., bathroom), with a minimum of
24 hours between each coat.

Finally, we deliver the space for use after 4 days from the final coat.

CAUTIONI! The varnish reaches its final strength within 14 to 30 days.

Consumption

~3Kg/ m2

Cleaning

Tools, containers, etc., should be cleaned with water while TERRAZZO Granitech
is still wet. After hardening, cleaning should be done only using mechanical means.

Recommendations

The application of TERRAZZO Granitech should be carried out in mild weather
conditions. Do not apply in case of imminent rain, high wind levels, or direct sunlight.
Avoid applying at temperatures below 12°C or above 32°C, as well as in relative
humidity above 70%.

Throughout the duration of work in the area, protect the surfaces where TERRAZZO Granitech has been applied with nylon
and cardboard. The corrugated side always faces upwards.

The material reaches its final strength within 30 days.

CAUTION with point loads. Protect the floor by placing pads under each piece of furniture or heavy object for proper
maintenance of the material and to avoid marks.

Clean the surfaces with any cleaner. If using chlorine, it is recommended to clean the surface again with clean water to
remove any residual chlorine. Otherwise, use cleaners with a neutral pH.

All the above measurements have been made based on the manufacturer's recommended consumption rates.
The application outcome and material consumption may vary depending on the application technique used by each professional.




